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NEW TECHNOLOGY
> Easy clean up
> Long lasting tack for more turns
> Perfect even mist for consistency
> NO VOCs for today and the future
> No Odor makes this easy to work with 

800-325-9572
2651 Warrenville Road Suite 300  |  Downers Grove, IL 60515  

Camie-Campbell, Inc. is environmentally 
conscious and prides itself in being at the 

forefront of compliance with current 
governmental regulatory guidelines. 
Our concern for the environment and 
worker safety is our highest priority.
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Specs:
Container Size 20  Fluid oz. Container
Product Description Aerosol Adhesive
Net Weight 12 oz.
Cans Per Case 12 Cans
Case Dimensions-Inches 11.1875  X  8.375”  X  10”
Case Weight 12.5 lbs.
Case Per Pallet NA
Appearance White
Odor None
Solvent System Water
Propellant 1.1 Difluoroethane
Bond Time 60 Seconds to 2 Minutes
Solids 31% +/- 2%
Spray Pattern Mist
VOC % 0.00%
VOC Compliant for CA & OTC Yes
Aerosol Flammability Level Level 1
Warranty Period 1 year from date of shipment

SUGGESTED DIRECTIONS FOR USE:
Spray a light coat of adhesive on the pallet holding the can 8-12” from the  surface. Run all pallets under the 
Flash cure heat source with only the adhesive on the surface. This will dry the adhesive and production can start.

APPLICATIONS:
This is a truly unique product as it can be used to make temporary bonds for cycles encountered in the printing 
light weight and fleece garments. This is also suited for the rapid heat encountered in the flashcure process.


